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SLIDING DOOR TERRA H
ST.1061.TH
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WOOD

40-80 mm

135 kg
29,5-49,5

100 kg

Overview:
+  Countersunk rollers specially desi-

gned for wood door leaves

+ System with floor track

+  Weight of door leaf is transmitted 
directly to the floor

+  Bolted, glued or flush-mounted 
floor track available

+  Available with MWE soft stop 
technology

+ Door leaf weight up to 135 kg

The newly developed Terra H system carries the roller 
mount in a striking stainless steel roller case that is  
installed from underneath the door leaf. Door leaf,  
roller and runner rail appear to form one organic unit. 
Like Terra the Terra H system is designed for installa-
tions where there is no ceiling to carry common sliding 
door systems. 

TERRA H ST.1061.TH

Technical details: 
You will find find further information all the technical 
details for this product 
www.mwe-tuersysteme.de
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Terra systems in use: If there are no load-bearing ceilings or walls are present, the weight of the 
door to the trolley on the ground and thus transferred to the bottom rail.

The Terra H system has in the glass point fixings on a glas eccentric insert.

Technical highlights at Terra sliding door systems
with bottom running rail

Terra H = +/- 1,5 mm

By the tricks of the plastic shell one can put the height around +/-1,5 mm.
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